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Subpart A—General
§ 159.1 Purpose.

This part prescribes regulations gov-
erning the design and construction of
marine sanitation devices and proce-
dures for certifying that marine sanita-
tion devices meet the regulations and
the standards of the Environmental
Protection Agency promulgated under
section 312 of the Federal Water Pollu-
tion Control Act (33 U.S.C. 1322), to
eliminate the discharge of untreated
sewage from vessels into the waters of
the United States, including the terri-
torial seas. Subpart A of this part con-
tains regulations governing the manu-
facture and operation of vessels
equipped with marine sanitation de-
vices.

§ 159.3 Definitions.
In this part:
Coast Guard means the Commandant

or his authorized representative.
Discharge includes, but is not limited

to, any spilling, leaking, pouring,
pumping, emitting, emptying, or dump-
ing.

Existing vessel includes any vessel, the
construction of which was initiated be-
fore January 30, 1975.

Fecal coliform bacteria are those orga-
nisms associated with the intestine of
warm-blooded animals that are com-
monly used to indicate the presence of
fecal material and the potential pres-
ence of organisms capable of causing
human disease.

Inspected vessel means any vessel that
is required to be inspected under 46
CFR Ch. I.

Length means a straight line meas-
urement of the overall length from the
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